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Dimmable Aluminium-track spotlight LED Track Spot 7,7W ww anodised aluminium
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Description:

LED-Vitrinenleuchte for Power track, light colour warm white approx. Track Spot

3000 K, Accessories: Power feed, Straight connector, Corner connector, —

Endcap, Mounting sleeve for free vertical Use the Rail in a Glass display 10°-40° [\ ] ww nw
case, Glass shelf support, using the Komination different Light colours and 0,5m : 87-364 19760-2960 Ix 21248-3184 Ix

the easy Repositioning can various Materials with the correct Licht in 1,0m 175728 4940-740 Ix 5312-796 Ix
Scene presented are. 1,5m 2621092 2196-329 Ix 2361-354 Ix
Connection: LED-Trafo DC 24V 2,0m O 30ase 12351851 1328199 Ix
Light colour: 3000K Warm white o 00 ) CEEEREEE 850127 Ix
Beam angle: 10° - 40° " o

Energy efficiency: LED: 120 Im/W; Leuchte: 308 Im/m (40 Im/W)

Energy efficiency class: G )

Symbols: [P20, SKIII & 4

Weight: 0,11 kg [ 2y

Special features:
o Beam angle of 10° to 40° adjustable ]

Dimmable on the Spotlight

Light colour: 3000 K warm white

Design: Spot 760°

LED Transformer DC 24 V

Connector system: LED 24

Protection rating: 1IP20

Dimmable with compatible control

Adjustable version

Housing colour: Anodised aluminium

Order number:

20202813003 limited availability

O 0O 0O 0O 0O 0O o0 O ©°

available versions

Choose from the options below. The currently selected one is highlighted in color.

article number description Gehausefarbe light colour
20202814002 LED Track Spot 7,7W xw black Black 2700K Extra warm white
20202813002 LED Track Spot 7,7W ww black Black 3000K Warm white

20202813003 LED Track Spot 7,7W ww anodised aluminium Stainless-steel look 3000K Warm white
20202817002 LED Track Spot 7,7W nw black Black 4000K Neutral white
20202817003 LED Track Spot 7,7W nw anodised aluminium Stainless-steel look 4000K Neutral white
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